
Rockies Temporary Pipework/Hoses - Field Checklist

SECUREMENT

INSPECTIONS BARRIERS

RESTRAINTS

*  Operator will walk around load & verify
securement
*  Utilize pipe racks & DOT approved storage bins

*  Loads secured by tie down straps/chains, or chokers

*  Proper weight distribution on trailers/axles

*  Verify hoses are coiled up and ends are free of debris

*  Ensure annual certification ID tag is compliant  

*  Ensure inspection for ID tags, cuts, tears, overstretch

*  Verify fixed anchor points for wear (D-Shackles)

*  Proper R/U on restraint system (knots, fixed 
anchors)
*  Utilize proper restraints on all HP hoses

R/U INSPECT PRES. TEST

*  No-Go ring verification of TPW connections

*  FORBIDDEN:  2” FIG 602 / 1002 Hammer Unions

*  Layout verified with installation diagram for TPW

*  Ensure flanged, hammer union, or welded 
connections

*  Ensure iron/hoses for correct size, rating, connection

*  Unique identifier traceable to its type & manufacture

*  Compliance by annual banding or low stress stamping

*  MAWP is identified and clearly visible on all hoses

*  TPW components suitable for service (sour or HPHT)

*  Barriers to isolate personnel from HP/Flowback areas

*  Accept. Barriers:  red/yellow chain/tape, cones, signs

*  Presence of hard barriers on Drilling & WO Rigs

*  Add additional barriers per increased Exposure 
Level

*  Ensure barriers are in place for all critical lift ops.

*  Ensure rig ups/inspects. have been properly executed

*  Ensure proper valve alignment with valve team EE’s

*  Ensure unauthorized EE’s are out of exclusion zones

*  Shut the job down if any leaks are observed

*  Verify that iron or hoses are 100% bled offbefore hitting 
any connections

Verify the flanged connections are torqued per 
recommended guidelines

*  


